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Intelligent Mosquito Killer 
 

Be sure to read the manual carefully before using.    
Please safekeeping the manual. 
I. Features 
1. High quality thermostatic ceramic heating element 
  to make sure the killing mosquito efficacy. 
2. With microcomputer software, the intelligent.  

mosquito killer can achieve the automatic control 
device heating system. 

3. With ultra-compact design, it comes with high  
value and beautiful appearance. 

4. Using unique technology, its rated power supply range can be up to AC110V~ 240V. 
5. It passes the national testing standards. 
II. Instruction guide 

 
III. Using methods 
Step1. In accordance with the parameter requirement, it should be set on the current time, 

on & off heating time and working patterns. 
Step2. Open the mosquito liquid cap. 
Step3. Put the mosquito liquid bottle into mosquito killer through its bottom and tighten it. 
Step4. With the power supply, the mosquito killer can work on & off automatically 

according to the setting time. 
Ⅳ. Time setting 
1. On the state of clock display, press “Function” key come to clock, start and end interface 

separately, shown as Fig.1 to 3. 
2. Press “Shift” key to enter the function interface and select from hour or minute flashing.  
3. Press “Adjust” key to adjust the number of the flashing. 
4. Repeat step 1-3 until complete the clock, start and end settings. 
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5. Working modes: it is in the auto state by defaults.  
Press “auto / manual” key and select from, the LCD display shows as follows: 
            AUTO --ON –ON /AUTO--OFF –-OFF /AUTO 
The meaning instructions on these marks: 
AUTO—it can be ON/OFF according to the setting time. 
ON---it is in the state of ON. 
ON/AUTO----It can be ON in advance than the setting time but OFF same as the setting 

time (only for this time), then it will come back to the sate like AUTO. 
OFF---it is in the state of OFF. 
OFF/AUTO---It can be ON same as the setting time but OFF in advance than the setting 

time (only for this time), then it will come back to the sate like AUTO. 
Ⅴ. Maintenance 
1. It should not be wet by any liquid or water.  
2. The mosquito killer should be kept clean. When it is not used for a long time, the battery 

should be taken out from its inside. 
3. When there is no display or darkly, please change another battery (7 # alkaline battery). 

 
Ⅵ.Notification 
1. Please place the mosquito killer where it is in dry & cool and out of children’s reach. 
2. When use it, please pay attention to ventilation, electricity and fire safety. 
3. When it is working, the mosquito killer should not be covered any object on its surface. 
4. Don’t touch the heating area to prevent burns or electric shock; when it works, do not 

insert any object within it. 
5. Please always keep Mosquito Liquid bottle vertically upward to prevent liquid leakage 

causing any accident. 
6. Make sure disconnect the power cord when scrub it up or replace the battery or 

mosquito liquid.  
 

Ⅶ.Cautions 
Before on bed, please open mosquito killer so that it is better on the repellent effect. 
However, it works appropriately for 8 to 10 hours but not more than 12 hours per day 
because the mosquito liquid is the low toxicity pesticides. 

 

Ⅷ. Parameter specification 
Rated power source: AC110~240V±10%, 50/60Hz 
Rated power:≤5VA 
Timing error: ≤±2s/day 
Working ambient temperature: -10~+55℃ (non-frozen) 
Working ambient humidity: 45～85%RH 
Installation: place  
Length of cable: 1.5m 
Net weight: approx 120g  
Standard: GB18418-2001 


